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1
METHOD FOR TEMPERATURE
TRANSMISSION COMPENSATION

FIELD OF INVENTION

The present invention relates to determining oftf-tempera-
ture behavior of an electromagnetic solenoid actuator having
an armature mechanism that drives a fluid control element.

BACKGROUND

Solenoid fluid control valves are often used to control fluid
pressure in a variety of systems, including clutch mechanisms
and other devices in an automobile. The environment in
which these actuators must function may have a wide tem-
perature range, leading to variation in the solenoid fluid con-
trol valve’s response to a given command current. Knowledge
of the variation in the valve’s response may be used to opti-
mize the command current for a given temperature. Such
knowledge, however, is not easily acquired and communi-
cated for each individual solenoid that a manufacturer pro-
duces and provides to a customer.

SUMMARY

A method is disclosed for determining off-temperature
behavior of a solenoid fluid control valve. The method com-
prises performing a current sweep wherein a current is run
through a coil of the solenoid fluid control valve and a result-
ing control pressure is measured as a function of the current.
The control sweep is performed at a first temperature. The
method further comprises choosing a first and second char-
acterization control pressure for characterizing the solenoid
fluid control valve. A first current may be determined that
corresponds to the first characterization control pressure
based on the current sweep, and a first metric may be assigned
to the solenoid fluid control valve based on the first current. A
second current corresponding to the second characterization
control pressure may be determined based on the current
sweep, and a second metric may be assigned to the solenoid
fluid control valve based on the second current. Information
regarding the behavior of the solenoid fluid control valve at a
second temperature may be determined based on the first and
second metrics.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows a prior art transmission temperature compen-
sation method;

FIG. 2 illustrates a current sweep and the resulting transfer
function;

FIG. 3 shows an overview of the inventive temperature
accuracy method;

FIG. 4 shows two pressure gates used to determine a tem-
perature code;

FIG. 5 illustrates how the region within the 750 kPa pres-
sure gate may be divided into three regions;

FIG. 6 illustrates how the region within the 50 kPa pressure
gate may be divided into three regions;

FIG. 7 depicts the reading of the temperature code;

FIG. 8 shows expected control pressure (kPa) versus cur-
rent (A) curves for a solenoid with temperature code C2 at a
variety of temperatures;

FIG. 9 shows a pressure shift table for a solenoid with
temperature code C2;

FIG. 10 shows a control pressure delta (kPa) versus current
(A) for 64 solenoids using average generic calibration; and
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FIG. 11 shows a control pressure delta (kPa) versus current
(A) for 64 solenoids using the inventive temperature accuracy
method.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENT(S)

The solenoid fluid control valve manufacturing process
introduces variations in valve performance and response.
These variations may be particularly pronounced at extreme
temperatures. When a solenoid fluid control valve is used in a
transmission, error in the output pressure for a given com-
mand current may result in lower shift quality. Accordingly,
knowledge of the response of a given solenoid fluid control
valve to a particular command current allows a user to choose
an appropriate command current for a given temperature. In
the prior art, this knowledge may be based on a single transfer
function, and may provide information that has been averaged
for a large number of solenoids. This process is illustrated in
FIG. 1.

Referring to FIG. 1, a sweep of the command current for a
particular solenoid may be performed, and the corresponding
pressure for a plurality of input points may be recorded (step
100). An example of the control pressure (Amps) versus
command current (kPa) data is shown in FIG. 2. A typical
solenoid fluid control valve may have a coil, and an armature
that moves in response to a command current through the coil.
The motion of the armature may result in the motion of a
spool that regulates fluid flow from a supply port to a control
port. The fluid pressure at the control port, knows as the
control pressure, may be measured as a function of the current
through the solenoid’s coil.

The curve 200 shows control pressure versus command
current for an increasing command current. Initially, no fluid
flows through the valve. As the command current increases,
the armature and spool are displaced, allowing fluid to flow
through the valve. This fluid creates an increasing control
pressure. The curve 202 shows control pressure versus com-
mand current for a decreasing command current.

The curves 200, 202 in FIG. 2 may be used to determine
characterization information for the solenoid fluid control
valve (step 102). A generic temperature calibration offset may
then be applied to the characterization information to deter-
mine an expected input current required for a desired output
pressure at a given temperature (step 104). The temperature
calibration offset may be based on a large population of parts,
and may include a significant amount of build and component
variation. Accordingly, the offset may do little to correct for
temperature changes in the solenoid fluid control valve’s
environment, and may even inhibit the valve’s performance.

An overview of the inventive temperature accuracy method
is shown in FIG. 3. A current sweep may be performed, and a
transfer function may be recorded, like the curves 200, 202
shown in FIG. 2 (step 300). A temperature code may be
calculated from the transfer function (step 302). Once the
temperature code is read (step 304), a temperature offset table
corresponding to the temperature code may be used to deter-
mine the command current for a desired pressure at a given
temperature (step 306). This method is described in more
detail below.

The method begins with a sweep of the command current.
The sweep may be performed at a temperature that is close to
a normal operating temperature of the solenoid fluid control
valve’s environment. For example, if the solenoid fluid con-
trol valve is to be used in a transmission, the sweep may be
performed at the normal operating temperature of a transmis-
sion, approximately 70° C.-80° C. A curve 400 for an increas-
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ing command current in a solenoid fluid control valve at 70°
C.is shown in FIG. 4. A number of characterization pressures
may be chosen for characterizing the transfer function. In one
embodiment, two characterization pressures are chosen, one
at each end of the curve 400. In the example shown in FIG. 4,
the characterization pressures are 50 kPa and 750 kPa. 50 kPa
corresponds to the lift-off region of the solenoid fluid control
valve, when fluid has just started to pass through the valve.
This may be considered a low flow region. 750 kPa corre-
sponds to a high flow region, where the fluid pressure is
nearing the maximum fluid pressure. Using the transfer func-
tion 400, a current corresponding to each of the characteriza-
tion pressures may be identified. FIG. 4 shows two “gates”
402, 404 that define an expected range in command current
for the two characterization pressures. The points 406, 408
show that the corresponding command currents for the char-
acterization pressures 50 kPa and 750 kPa are 0.245 Amps
and 0.832 Amps, respectively. These may be referred to as
characterization currents.

Referring to FIG. 5, the region within the 750 kPa gate 500
may be split into a number of smaller regions. In the example
shown in FIG. 5, regions A 502, B 504, and C 506 span the
gate 500. The characteristic current 508 lies within region C
506, and accordingly the solenoid is assigned letter code C.
This letter code acts as a first metric for determining the
solenoid fluid control valve’s behavior at other temperatures.

A similar process may be performed for each of the char-
acteristic pressures. The present embodiment includes two
characteristic pressures, and thus the procedure is performed
a second time. Referring to FIG. 6, the region within the gate
600 is divided into three sections, region 1 602, region 2 604,
and region 3 606. The characterization current 608 lies in
region 2, and the solenoid is assigned number code 2. This
number code acts as a second metric for determining the
solenoid fluid control valve’s behavior at other temperatures.

Referring to FIG. 7, the letter and number codes are com-
bined to create the temperature code of the solenoid. Because
there were three possible letter codes and three possible num-
ber codes in this example, a total of nine letter-number com-
binations is possible. As shown by the “TRUE” indicator 700,
the solenoid of the present example has a temperature code
C2.

The temperature code may be used to identify characteris-
tic behavior of the solenoid at temperatures other than the
characterization temperature. For example, current sweeps
may be performed on a number of solenoids with temperature
code C2 at a plurality of temperatures. The data for each
temperature may be averaged to create an expected curve for
that temperature. FIG. 8 shows curves for 12 temperatures
ranging from -20° C. to 130° C. Each of the curves is an
average of data collected from a plurality of solenoids having
the temperature code C2.

Each of the curves in FIG. 8 includes seven data points.
These data points may be combined into a look-up table, for
example the table shown in FIG. 9. The table shows an
expected pressure (kPa) for a commanded current (A) at a
particular temperature (° C.) for a solenoid with a temperature
code of C2. A similar table may be created for each of the
other eight temperature codes.

The inventive temperature accuracy method may signifi-
cantly reduce the error in solenoid performance. FIG. 10
shows a control pressure delta (kPa) versus command current
(A) for a temperature of 130° C. The control pressure delta is
defined as the difference between the expected pressure and
the actual (measured) pressure for a given command current.
FIG. 10 employs the prior art method, wherein a generic
temperature calibration offset is applied to the solenoid’s
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characterization information to determine the expected con-
trol pressure at 130° C. For 64 randomly chosen solenoids, the
range in error is about +/-20 kPa. FIG. 11 shows the control
pressure delta (kPa) versus current (A) for the same 64 sole-
noids, wherein the inventive temperature accuracy method is
used to determine the expected pressure at 130° C. As shown
in FIG. 11, the range in error is reduced to about +/-12 kPa,
nearly half that of the prior art method.

The inventive temperature accuracy method reduces error,
resulting in more reliable products and, ultimately, higher
shift quality. A production facility may compile data for a
large number of solenoids, and may average the measured
data for valves in each of the nine temperature codes. This
data may be used to create a look-up table, such as the table
shown in FIG. 9. A look-up table for each of the nine tem-
perature codes may be provided to the customers of the pro-
duction facility.

Additionally, before a product is shipped, it may be char-
acterized as in FIGS. 4-6 to determine its temperature code.
This code may be added to the product’s label or casing, or to
information available by scanning the product’s bar code.
This allows a customer to immediately determine the tem-
perature code and locate the look-up table corresponding to
that code. The information in the table may then be used to
optimize the command current for a wide range of tempera-
tures. The table may be used to determine a command current
for a desired control pressure. Alternatively, the table may be
used to identify a control pressure corresponding to a known
command current. Note that once the tables are created, a
single sweep of a solenoid fluid control valve may be used to
determine its temperature characteristics. No further testing
on behalf of the manufacturer or the customer is required.

The examples provided herein employed three letter codes
and three number codes, giving a total of possible nine tem-
perature codes. Other numbers of letter and number codes
may be used. Referring to FIG. 5, the region within the gate
500 may be divided into more or fewer regions, allowing for
more or fewer letter codes. Similarly, the region within the
gate 600 may be divided into more or fewer regions, and may
not have the same number of regions as the gate 500. Refer-
ring to FIG. 4, the gate 404 is wider than the gate 402,
suggesting a larger variation in command current at a high
control pressure. In this case it may be desirable to divide the
region within the gate 404 into more regions than the region
within gate 402, to account for the wider variation.

Further, in the examples described above, two character-
ization pressures were chosen, 50 kPa and 750 kPa. Other
characterization pressures may be chosen, and other numbers
of characterization pressures may be chosen. For example, a
third pressure of 400 kPa may be added. The gate associated
with this pressure may be divided into two or more regions,
and a lower case letter, for example, may be assigned to each
of'the regions. Each letter code would then have an upper case
letter, a number, and a lower case letter, for example, C2a.
Other indicators may be used for the each of the character-
ization pressures.

The method described above is not only applicable to sole-
noids used in transmissions, but may be applied to any sole-
noid fluid control valve calibration process. The method
allows for a significant increase in accuracy at a variety of
temperatures without requiring additional testing of the sole-
noid in question. Once a pressure shift table has been created
for each temperature code, only a single sweep of a solenoid
is required to determine the solenoid’s temperature code. The
method allows for the command current to be optimally cali-
brated without significant overhead to the manufacturer or
customer.
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What is claimed is:

1. A method for determining off-temperature behavior of a
solenoid fluid control valve, the method comprising:

performing a current sweep that comprises running a cur-

rent through a coil of the solenoid fluid control valve and
measuring a control pressure as a function of the current,
wherein the current sweep is performed at a first tem-
perature;

choosing a first and second characterization control pres-

sure for characterizing the solenoid fluid control valve;
determining a first current corresponding to the first char-
acterization control pressure based on the current sweep;
assigning a first metric to the solenoid fluid control valve
based on the first current;
determining a second current corresponding to the second
characterization control pressure based on the current
sweep;

assigning a second metric to the solenoid fluid control

valve based on the second current; and

determining information regarding a behavior of the sole-

noid fluid control valve at a second temperature based on
the first and second metrics.

2. The method of claim 1 wherein the first temperature is a
temperature at which the solenoid fluid control valve is usu-
ally operated.

3. The method of claim 1 wherein the first metric is one of
three possible first metrics.

4. The method of claim 1 wherein the second metric is one
of three possible second metrics.

5. The method of claim 1, further comprising:

choosing a third characterization control pressure;

determining a third current corresponding to the third char-

acterization control pressure based on the current sweep;
assigning a third metric to the solenoid fluid control valve
based on the first current; and

determining information regarding the behavior of the

solenoid fluid control valve at the second temperature
based on the first, second, and third metrics.
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6. The method of claim 1 wherein the information regard-
ing the behavior of the solenoid fluid control valve at the
second temperature is a current corresponding to a desired
control pressure.

7. The method of claim 1 wherein the information regard-
ing the behavior of the solenoid fluid control valve at the
second temperature is a control pressure corresponding to a
known current.

8. The method of claim 1 wherein the information regard-
ing the behavior of the solenoid fluid control valve at the
second temperature is determined based on a look-up table.

9. The method of claim 8 wherein the look-up table con-
tains an average of measured data from a plurality of solenoid
fluid control valves.

10. The method of claim 9 wherein the data is measured at
the second temperature.

11. The method of claim 9 wherein each of the plurality of
solenoid fluid control valves has a same first and second
metric as the solenoid fluid control valve.

12. The method of claim 1 further comprising defining a
first range of possible values for the first current.

13. The method of claim 12 further comprising dividing the
first range into a first number of regions.

14. The method of claim 13 further comprising defining a
second range of possible values for the second current.

15. The method of claim 14 further comprising dividing the
second range into a second number of regions.

16. The method of claim 15 wherein the first number and
second number are not equal.

17. The method of claim 13 where each of the first number
of regions corresponds to a first metric of a plurality of pos-
sible first metrics.

18. The method of claim 1 wherein the first characteriza-
tion control pressure corresponds to a low flow region.

19. The method of claim 1 wherein the second character-
ization control pressure corresponds a high flow region.

20. The method of claim 1 further comprising including an
indication of the first and second metrics on a casing of the
solenoid fluid control valve.
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